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 1. Do not use this product near water or moisture.

 2. This product is NOT weatherproof.

 3. Clean only with a dry lint-free cloth.
     Disconnect the power source before cleaning.
     Do not use any chemicals or cleaners.

 4. Do not install or use near any open flame or heat sources,such as radiators, heat registers,
     stoves, grills, or other devices that produce heat.

 5. Do not expose to direct sunlight.

 6. Unplug this unit during lightning storms or when unused 
     for long periods of time.

 7. Only use accessories specified by the manufacturer.

Air Hub comes with 1 year limited warranty. Please contact your dealer for 
details in case of warranty claims. The warranty will void in the case that the 
defect has been caused by misuse, neglect, improper installation, repair,
alteration or accident. Cideko bears no responsibility for failure or defect 
caused by any third party product or components whether authorized or not..

Warranty Information: 

1. Read and Keep this manual

2. Do not defeat the safety purpose of the polarized or grounding-type plug. A polarized plug has two
    blades with one wider than the other. A grounding type plug has two blades and a third grounding 
    prong. The wide blade or the third prong is provided for your safety. If the provided plug does not
    fit into your outlet, consult an electrician for replacement of the obsolete outlet.

3. Protect the power cord from being walked on or pinched particularly at plugs, convenience 
    receptacles, and the point where they exit from the product. 

4. Always consider the environmental issues and follow local regulations when disposing of batteries. 
    Using rechargeable batteries are recommended. If you will not use the product for a long period of
    time, please remove the batteries to avoid leakage or corrosion. When installing batteries (AA/R6)
    into battery compartment, please make sure the positive (+) and negative (-) ends of each battery
    match with the polarity indicators in the battery compartment.

5. Refer all servicing to qualified service personnel. Servicing is required when the unit has been 
    damaged in any way, such as power-supply cord or plug is damaged, liquid had been spilled or
    objects have fallen into the unit, the unit has been exposed to rain or moisture, does not operate
    normally, or has been dropped.
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1. Air Hub*1
2. Air Dongle*1
3. User Manual*1
4. (AA/R6)battery*4 or Power Adaptor*1 (depends on your buying option)
5. Air Hub Driver CD

4 USB Ports
Apply to USB HID class devices.
Frequency Range: 863~870MHz or 902~928MHz
Battery: 4 x AA (Alkaline or Ni-MH)
Power Supply: 12.5V/ 1.2A DC in

    When using batteries:
1. Air Hub will shut down automatically after the “low power indicator” is on for 1 minute.
2. After 5 minute of idling, Air Hub will shut down to save power consumption.

   When using adaptor:
1. Power supply from batteries will be automatically switched off.
2. Power saving and auto shut down mode is switched off for long duration use.
Clear LED indicating status
Effective Range: Up to 50 meters
Dimension: 129 x 100 x 28 mm
Supported OS: PC: Windows 98/ME/2000/XP/Vista; Mac: OS X (v10.2 or later version); Linux

Product & Accessories

Feature/Specification

1. Orange light on: power supply comes from adaptor.
2. Red light on: batteries power lower than 4.0V.
3. Blue light on: link is on between Air Hub and Air Dongle.
4. Green light on: Air Hub is turned on.
5. Blue light blinking: Air Dongle or Air Hub has lost power supply, or Air Hub is out of
    transmission range of Air Dongle (data cannot be transmitted).

1. When the batteries have no more power or when they are not used for a long period of time, 
    please replace batteries.
2. Do not mix new and old batteries or different types of batteries.
3. If you intend not to use the product for a long period of time, remove the batteries to avoid 
    damage from leakage and corrosion.
4. Always consider the environmental issues and follow local regulations when disposing batteries.
5. Batteries running out of power should be removed as soon as possible to prevent damage from
    leakage or corrosion.

LED Indicators

Installation Guide

Note:

1. When using Air Hub for the first time, please install the driver. Insert the driver CD and
    follow steps on screen to install. 

2. Install Air Dongle:

3. Install Batteries or connect power adaptor

Fig 1: Open the lid of battery compartment    

Fig 2: Place 4 batteries (AA/R6) into the compartment. Make sure the
          positive and negative ends of each battery match with the polarity
          indicators in the compartment.

Fig 3: Replace the lid and push it back until it locks into position.

    Plug in the devices you want to use into the USB ports of Air Hub and click the Power button to
    turn on the power. Make sure you plug in the devices first before turn on the power. To turn 
    Air Hub off, press and hold the Power button until the light is off. 

    If you need to remove or add new devices during the work session, you don’t have to remove 
   Air Dongle. After you plug in the desired devices, press the Power button once. After the blue 
   light blinks once, your computer will remove the old devices and search for the new ones.
   Note: Air Hub supports HID class devices only.

4. Connect Devices and Start Using Air Hub

5. Air Hub Plug & Play

If Air Hub does not work properly, please follow these troubleshooting methods.
1. Make sure the batteries are properly installed and the batteries contain enough power.

2. If Air Hub does not work properly even with sufficient power, please remove Air Dongle
    and batteries. Then, replace batteries and reconnect Air Dongle and try gain.

3. The pairing between Air Dongle and Air Hub was completed before shipment. If the above
    steps does not solve your issue, it might be that the pairing was lost, perform the following 
    pairing steps again:
  a) Install batteries in Air Hub, plug in the devices to be used and connect Air Dongle to the
      computer.
  b) Bring Air Hub next to Air Dongle. Press and hold the button on Air Dongle – the blue light 
      on Air Dongle will blink. Press the “POWER”     button on Air Hub once to turn it on
      (green light is on). Press the “POWER” button again. The Link indicator (blue) blinks to 
      indicate successful link. The pairing is now completed.

4. If Air Hub does not work after the above steps are performed. Please:
  a) Remove devices with exclamation mark in Device Manager of the computer: Enter from
      Control Panel > System> Hardware > Device Manager, look under Human Interface 
      Devices and Universal Serial Bus Controllers, remove devices with an exclamation mark (！).
  b) Use a pen to hold down the RESET button of Air Hub for 1 second, then perform step 3 above.

If Air Hub does not work correctly after the above steps are performed for three times, please
consult your dealer.

Troubleshooting:


